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1. THIS PROJECT CONSISTS OF THE REMOVAL OF EXISTING TIMBER MATS WHICH

WERE USED FOR CONTAINMENT OF MARSH FILL DURING CONSTRUCTION OF THE

BA-0041 PROJECT.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR IDENTIFYING SAFE ACCESS TO

THE PROJECT AND FOR NAVIGATING WITHIN THE LIMITS OF THE PROJECT AREA.

ALL EQUIPMENT SHALL BE FLOATING AT ALL TIMES DURING TRANSIT TO AND

FROM THE PROJECT SITE. THE CPRA CONSTRUCTION ENGINEER OR THEIR

REPRESENTATIVE SHALL MONITOR THE LOCATION OF EQUIPMENT DURING

CONSTRUCTION.

3. SEE SHEETS 3 AND 4 FOR ACCESS DETAILS OVER THE EXISTING FORESHORE

ROCK DIKE.

4. ANY DAMAGES TO EXISTING COAST GUARD NAVIGATION AIDS OR PRIVATE

NAVIGATION AIDS SHALL BE REPAIRED BY THE CONTRACTOR TO U.S. COAST

GUARD STANDARDS AT THE EXPENSE OF THE CONTRACTOR.

5. THE CONTRACTOR SHALL NOT, AT ANYTIME, TRAVERSE EXISTING MARSH OR

VEGETATIVE WETLANDS AREAS UNLESS OTHERWISE DIRECTED BY THE CPRA

CONSTRUCTION ENGINEER.

6. BACKGROUND AERIAL IMAGES SHOWN ON PLANS ARE FROM ARCGIS 10.5.1 -

APRIL 2020.

7. ALL ELEVATIONS ARE GIVEN IN THE NORTH AMERICAN VERTICAL DATUM OF 1988

(NAVD 88) U.S. SURVEY FEET (FEET). ALL HORIZONTAL COORDINATES ARE GIVEN

IN THE NORTH AMERICAN DATUM OF 1983 (NAD83, LOUISIANA STATE PLANE

SOUTH ZONE U.S. FEET).

8. DATA FROM CPRA GAGE BA03C-CR-61 IN BAYOU DUPONT WAS USED TO

CALCULATE THE MEAN HIGH WATER AND MEAN LOW WATER. ELEVATIONS ARE

REFERENCED TO NAVD 88 GEOID 12A, U.S. FEET. MHW = +1.16' AND MLW = -0.19'.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING ALL LANDOWNERS,

UTILITIES AND PIPELINE COMPANIES IDENTIFIED IN THE SPECIFICATIONS AT

LEAST 5 WORKING DAYS PRIOR TO MOBILIZATION. ALL UNDERGROUND PIPELINES

AND UTILITIES WITHIN 500 FT. OF THE EXISTING TIMBER MATS SHALL BE MARKED

WITH BUOYS BY THE CONTRACTOR.  THE CONTRACTOR SHALL MAINTAIN BUOYS

DURING THE MAT REMOVAL OPERATIONS. IT IS THE RESPONSIBILITY OF THE

CONTRACTOR TO MAINTAIN THE CLEARANCES FROM THE PIPELINES SET FORTH

IN THE PLAN DRAWINGS OR IN THE BID DOCUMENTS. PIPELINE LOCATIONS

SHOWN ON THE PLANS ARE APPROXIMATIONS.  THE OWNER IS NOT LIABLE FOR

EXACT LOCATIONS.  THE CONTRACTOR MUST CALL LOUISIANA ONE CALL AT

1-800-272-3020 AT LEAST 5 WORKING DAYS PRIOR TO MOBILIZATION.

10. ORIGINAL CONSTRUCTION DETAILS OF THE WOODEN MATS ARE SHOWN ON

SHEET 5. THIS IS PROVIDED FOR INFORMATIONAL PURPOSES ONLY, AS EXISTING

MATS HAVE DETERIORATED SUBSTANTIALLY SINCE ORIGINALLY CONSTRUCTED.
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MOBILIZATION AND DEMOBILIZATION

REMOVAL OF EXISTING TIMBER MATS
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TIMBER MAT COORDINATES

POINT LATITUDE LONGITUDE

1 29.617953 -90.080939

2 29.617659 -90.080753

3 29.617879 -90.080255

4 29.618029 -90.080255

5 29.618135 -90.080056

6 29.618277 -90.079717

7 29.618646 -90.079754

HARVEST MIDSTREAM PIPELINE

SEE SHEET 4 FOR ACCESS OVER

EXISTING ROCK DIKE DETAIL

NOTES:

1. ACCESS ROUTE FOR CONSTRUCTION ACTIVITIES SHALL FOLLOW

EXISTING OPEN WATER AND LIMITS SHOWN ON THE PLANS.

2. KNOWN PIPELINES AND UTILITIES ARE SHOWN, HOWEVER, IT IS

POSSIBLE THAT SOME MAY EXIST THAT HAVE NOT BEEN SHOWN.

THE CONTRACTOR SHALL BE ON ALERT FOR SUCH PIPELINES

AND SHALL REPORT THEM IMMEDIATELY TO THE PROJECT

ENGINEER.

3. THE COASTAL PROTECTION AND RESTORATION AUTHORITY

DOES NOT GUARANTEE THE COMPLETENESS AND ACCURACY

OF PIPELINE OWNERSHIP SHOWN.

LEGEND

EXISTING TIMBER MATS TO BE REMOVED

EXISTING ROCK DIKE

EXISTING UNDERGROUND PIPELINES

UPL

WORK AREA BOUNDARIES

ACCESS OVER EXISTING ROCK DIKE

A

A

ACCESS COORDINATES

POINT LATITUDE LONGITUDE

1 29.617539 -90.081000

2 29.617347 -90.080879

3 29.617413 -90.080741

4 29.617606 -90.080863
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EXISTING MUDLINEEXISTING MUDLINE

SECTION A-A

ACCESS OVER EXISTING ROCK DIKE

N.T.S.

MATS TO BE PLACED

EXISTING ROCK DIKEMHW: 1.16'

MLW: - 0.19'

~3'

NOTE:

SECTION A-A DETAILS TAKEN FROM ORIGINAL

CONSTRUCTION DRAWINGS OF THE BA-0026

PROJECT. ACTUAL CONDITIONS SHOULD BE

SIMILAR. FOR INFORMATIONAL PURPOSES ONLY.
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LENGTH OF CLOSURE USING TIMBER MATS - VARIES (SEE PLAN VIEW ON SHEET 3)

EXISTING MUDLINE

EXISTING MUDLINE

EXISTING 3'X10" WHALER TO

CONNECT TIMBER MATS

EXISTING

TIMBER MAT

ELEVATION - VARIES

EXISTING 3'X10" WHALER

TO CONNECT TIMBER MATS

EXISTING MUDLINE

EXISTING 1" GALVANIZED ROD

THREADED ON ENDS WITH

RECESSED IGEE WASHERS AND NUT

ELEVATION VIEW - TIMBER MAT CLOSURE

 NOT TO SCALE

TIMBER MAT CLOSURE

NOT TO SCALE

1
5
'
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.

1-3/4" THRU

BOLT PER MAT
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NOTES:

1. DUE TO THE DETERIORATED NATURE OF THE MATS, THEY WILL BE BROKEN OFF

AT OR BELOW THE MUDLINE PRIOR TO REMOVAL. THE CONTRACTOR WILL BE

INSTRUCTED TO DEPLOY A FLOATING BOOM TO CAPTURE ANY FLOATING

DEBRIS AS THE MATS ARE LIKELY TO BREAK APART DURING WORK. ANY VOIDS

IN THE SOIL CREATED BY REMOVAL OF MATS ARE EXPECTED TO BACKFILL

NATURALLY DUE TO THE NATURE OF THE SOILS AND WORK.

2. SEE GENERAL NOTES #9 ON SHEET 2.

3. THE DETAILS ON THIS SHEET WERE TAKEN FROM THE ORIGINAL

CONSTRUCTION DRAWINGS AND ARE PROVIDED FOR INFORMATIONAL

PURPOSES ONLY.
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